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CELIS CONTROL

In order to meet the requirements of a market

with faster and faster imagesetters as well as an
increased demand to the final result, Echo Graphic
has developed the Celis Control.

The Celis Control is the intelligent communication
link between the imagesetter and the Carnfeldt
on-line processor and it is designed to ensure an op-
timum utilization of the capacity of the imagesetter.
The Celis Control contributes to secure a reliable
transport of film and a trouble free production.
This advanced electronic control system is simple to
operate through an icon based graphic screen with
function keys.

The system controls and displays developer and fixer
temperatures, replenishment, antioxidation, develop-
ing time, low liquid levels and no-feed indication.

A power save function automatically reduces power
and water consumption after completion of each
processing cycle.

During nights and weekends a night and day pro-
grammable timer mode system reduces consumption
further, however, keeping the processor ready to
operate without any delay.

The safety level control system will cut off heat and
automatically refill each tank if a low liquid level is
detected.

A special link tells the imagesetter when to feed
material and when the processor is ready.

© informs that everything is ok and that the
processor is ready, and &) informs the operator and
the imagesetter if an error occurs.

Diagnostic features in the computer control will tell

Carnfeldt EG 751 On-Line Dolev 4pressV/4news the operator how to rectify error conditions both in
case of hardware problems and external problems
e.g. overflow in waste containers.

The Carnfeldt on-line processor is designed to operate as a complete
integrated system with the Scitex Dolev imagesetter.

RELIABILITY, EVEN DENSITY, SPEED AND CAPACITY

The Carnfeldt on-line processor has a rack construction, which optimizes
the production safety and a rack length, which enables the imagesetter
to run continuously full speed at all times.

The tank capacity of the Carnfeldt on-line processor secures an even
density at all times - the last developed film has the same quality as

the first produced film - even when the system runs 24 hours a day.

A high-efficient power saving dryer section ensures dry film.

Racks for Carnfeldt on-line processors for Scitex Dolev imagesetters
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ON-LINE BENEFITS
v First set - first out allows last minute
corrections before deadline.

v Works for you 24 hours a day.

v Intelligent link between imagesetter
and processor.

MODULAR CONSTRUCTION

The Carnfeldt processor is of modular construction,
which allows you to choose between four different
tank capacities. Deep tanks and long rack lengths
determine the process speed and contribute to an
even density.

Installation is easy as the Carnfeldt processor

can be split into two sections, which easily pass
through doors.

Please note that the EG 750/EG 900 cannot be split
into two sections as these processors are one-frame
constructions.
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WORKING ENVIRONMENT

The clean design and the low noise level of the processor fit into
today’s modern working environment. The processor is supplied with
an effective exhaust fan for removal of chemical fumes from the
conveyor, processor and installation site. The exhaust fan is switched
on continuously to prevent chemical fumes travelling through the
conveyor into the imagesetter.

TECHNICAL FEATURES

The racks in the Carnfeldt processor are built after the principle “stag-
gered rollers,” which has proven to be the most reliable transport
system on the market. The staggered roller configuration of the racks
ensures reliable transportation of the film or paper through the
processing cycle. The powerful circulation pumps give an even, overall
agitation guaranteeing the correct chemical flow over the full
emulsion surface. Correct rinsing is accomplished with minimum water
consumption and a reliable replenishment system provides fresh
chemistry into the baths. The processor has separate developer, fixer
and wash drains and is easily adapted for silver recovery systems and
water treatment systems.

EASY MAINTENANCE

The Carnfeldt processor is easy to maintain. The easy access for
regular cleaning ensures a long lifespan and trouble free functioning
of the processor.

To ease the maintenance of the processor accessories such as rack
hoist, filter kits and drip trays can be ordered separately.
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